JAPATOYO solar colloid storage battery (GEL) 6FMTJ6.5(12V6.5Ah)
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Characteristics Packaging
Nominal Voltage 12v Length 151mm
Nominal Capacity (20 hour rate) 6.5Ah
Width 65mm
10 hour rate (0.62A) 6.22Ah Battery
Capacity . . .
Dimension Height 95mm
25°C(T7F) 5 hour rate (1.16A) 5.78Ah imensions g
1 hour rate (4.29A) 4.29Ah Total
. 101mm
Internal Resistance | Full Charged Battery 25°C | <<20mQ Height
Capacity affected by 40 C (104) 1022/" Length 364mm
Temperature 250 C (I7%) 100% Box
(10 hour ) 0C (32F) 85% o Width 165mm
-15C (5F) 65% Dimensions
Self-Discharge after 3 month storage 90% Height 141mm
25 C(7T7F) after 6 month storage 80% ]
Quantity Per Box 5 pcs per box
Capacity after 12 month storage 62%
Charge Float Initial Charging Current Less than 2.1A Net weight Per Cell 2. kg=+100g
(Constant | % Voltage 13.6-13.8V _
Voltage) Net weight Per Box 10kg
25°C Cvele Initial Charging Current Less than 2.1A
(T7F) y Voltage 14.4-15.0V Gross Weight 10.6kg

Discharge Constant Current per Cell (Amperes at 77°F25°C)

F.V/Time 5min 10min | 15min | 30min | 45min 1h 2h 3h 5h 8h 10h 20h
1.60V 23.10 | 15.40 11.59 7.70 5.39 4.62 2.89 1.98 1.32 0.89 0.73 0.39
1.65V 22.68 | 15.12 11.38 7.56 5.29 4.54 2.84 1.94 1.30 0.87 0.72 0.38
1.70V 2226 | 1484 | 11.17 7.42 5.19 4.45 2.78 1.91 1.27 0.85 0.71 0.37
1.75V 21.84 | 1456 | 10.96 7.28 5.10 4.37 2.73 1.87 1.25 0.84 0.69 0.36
1.80V 21.00 | 14.00 | 10.53 7.00 4.90 4.20 2.63 1.80 1.20 0.81 0.67 0.35

Discharge Constant Power per Cell (Watts at 77°F 25°C)

F.V/Time 5min | 10min | 15min | 30min | 45min 1h 2h 3h 5h 8h 10h 20h
1.60V 44.47 | 29.65 | 2231 | 14.82 | 10.38 8.89 5.56 3.81 2.54 1.71 1.41 0.74
1.65V 43.66 | 29.11 | 21.90 | 1455 | 10.19 8.73 5.46 3.74 2.49 1.68 1.39 0.73
1.70V 42.85 | 2857 | 21.49 | 14.28 | 10.00 8.57 5.36 3.67 2.45 1.65 1.36 0.71
1.75V 42.04 | 28.03 | 21.09 | 14.01 9.81 8.41 5.26 3.60 2.40 1.61 1.33 0.70

1.80V 4043 | 26.95 | 20.28 | 13.48 9.43 8.09 5.05 3.46 2.31 1.55 1.28 0.67
Note The above data are average values, and can be obtained within 3 charge/discharge cycles. These are not minimum values. Cell
and battery designs/specifications are subject to modification without notice. Contact US for the latest information.




JAPATOYO solar colloid storage battery (GEL)

6FMTJ6.5(12V6.5Ah)
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e 2 3 Discharge characteristics (25<C)
g5 £ ZCharging characteristics
52 A3 13.2
oy () Charging voltage: 13.6510.1V/piece at 25C 15_2 ‘ —— \
1207 012C 150 T T e = maR \*\\\ ~ ANRNE
1004 oa0c o M4 I =T 1 1 Z 108 T 0.25C 0.17C 0.10C 0.05C
80 | oosc 138 L 102 | 055C
charging voltage S 96 | ) 1c
60 4 poeCcq 132 E 8.4 3‘c e
40 1 004c 136 6.0
——  After 100%DOD
20 | ooeed 120 —— _After 505000 01 5 10203 60 2 3 5 10 20
N L | Magam | (min) —— " |
) - 0 4 8 12 16 20 24 28 R DiSChaI’ging time
Charging time(hour)
Temperature effect on battery Temperature effect on capacity
self-discharge o
= 10 005CA
> % —10 ——10cA
= 0= X _ - Nt [ Y
= ~ 8l =
§ 80 ] T 0@ = T T L ose
S ~ [ ~10°C(50°F) O g - 1 00ch
= ~ T {20°C(68°F) - e
S 40 — ! 8 40 = =
o L — L -
5 40°C{104°1) —{30°C(86°F) " ~ _
g = =P
0 2 4 6 8 10 12 14 16 18 20 0730 2520 15 0 -5 0 5 10 15 2 25 30 35 4
Storage time(month) Temperature(‘C)
ol lifo v TR p— O Temperature effect on float life
(}{bhfe"'s' Depthofdxschalge (25 (‘) Poatchargmgvoltage 223401V (25T)
13
~ S
-, Syl T
= 3
— >7
it
o ~ 5
= o <
& 53
il e
1
0
800 1000 1200 1400 1600 1800 2000 2200 L
(yele Life{times) Temperature( C)
Battery Construction
Positive Negative . Safety .
Component Container Cover Terminal Separator Electrolyte
plate plate valve
Raw Lead ) . .
o Lead ABS ABS Si-Rubber Lead Fiberglass | Colloid(GEL)
material dioxide

Guangzhou Hengda Battery Co.,Ltd

Tel: 020-84866132 02084866098 Fax: 020-84869892

021-52811136; 021-52826931; 021-52826931-19

JAPATOYO
http: //www.japatoyo.com




